35 Whelen

<table>
<thead>
<tr>
<th>.357&quot;</th>
<th>38 JHP</th>
<th>38 JSP</th>
</tr>
</thead>
<tbody>
<tr>
<td>Weight (grains)</td>
<td>158</td>
<td>158</td>
</tr>
<tr>
<td>Ballistic Coefficient</td>
<td>0.163</td>
<td>0.164</td>
</tr>
<tr>
<td>Sectional Density</td>
<td>0.177</td>
<td>0.177</td>
</tr>
<tr>
<td>COAL Tested</td>
<td>2.800&quot;</td>
<td>2.800&quot;</td>
</tr>
<tr>
<td>Speer Part No.</td>
<td>4211</td>
<td>4217</td>
</tr>
</tbody>
</table>

Note: COAL is less than minimum; may require single loading.

<table>
<thead>
<tr>
<th>Propellant</th>
<th>Case</th>
<th>Primer</th>
<th>Weight (grains)</th>
<th>Muzzle Velocity (feet/sec)</th>
<th>Weight (grains)</th>
<th>Muzzle Velocity (feet/sec)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Alliant Reloder 7</td>
<td>Remington</td>
<td>CCI 200</td>
<td>DNR</td>
<td>—</td>
<td>42.0</td>
<td>2209</td>
</tr>
<tr>
<td>Accurate 2015</td>
<td>Remington</td>
<td>CCI 200</td>
<td>DNR</td>
<td>—</td>
<td>40.0</td>
<td>2139</td>
</tr>
<tr>
<td>IMR 4895</td>
<td>Remington</td>
<td>CCI 200</td>
<td>DNR</td>
<td>—</td>
<td>45.0</td>
<td>1988</td>
</tr>
</tbody>
</table>

DNR—Do not reduce

WARNING: Improper handloading practices can result in serious personal injury and/or property damage. Refer to the current SPEER® Reloading Manual for handloading instructions. Be thoroughly familiar with those instructions before using these loads. As Vista Outdoor Operations LLC has no control over individual handloading practices or the condition of firearms in which the resulting ammo may be used, we disclaim all liability for any damages that may result from the use of this information.

Maximum loads should be used with CAUTION • C = Compressed Load